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EGO SMP 808   PROFESSIONAL ADHESIVE & SEALANT 
is a single-component, odourless adhesive and sealant that cures with the humidity in the 

air to form an elastic end product. EGO SMP 808 does not contain any sol-vents, silicone 

and isocyanate, it cross-links on a neutral basis, is compatible with paints, and is resistant 

to water and weathering. 
 

TYPICAL USES    
Bonding and sealing in the entire natural and artificial stone area, for floors, walls and 

ceilings. For elastic connection joints with a broad and, above all, strong adhesion 

spectrum, in addition to natural stone, also on concrete, stainless steel, glass, wood, 

aluminum etc. Do not use on substrates such as PP, PE, silicone or bitumen, tar or 

coatings. 

APPLICATION 
 

The surfaces to be bonded must be dry, stable, free of dust, release agents and surface 

layers that could reduce adhesion. Materials to be bonded or sealed must be properly 

cleaned and dried before the sealant is applied. Very good adhesion is achieved on a large 

number of materials without the use of a primer. (please note the primer table). Use 

undiluted EGO STEINGLÄTTMITTEL for aftercare. 

 
NORMS AND TESTS       

                                                                                   
 

Meets Requirements of  DIN EN 15651-1 F 20 HM EXT-INT-CC 
DIN EN 15651-4 PW 20 HM EXT-INT-CC 
IVD Instruction Sheets No. 
1, 8, 9, 10, 19-1, 20, 22, 23, 24, 25, 27, 28, 29, 30, 
31, 35 
According to VOC requirements: 
- EMICODE EC1 Plus  
- AgBB schema 
- French VOC class A+ and KMR regulation  
  certification 
- LEED Certificate 

Environmental Product Declaration (EPD) 

 CE marking Declaration of performance LE/DoP no. EGO4081021 

Clearance declaration with regard to food 

 
 
 
 

https://www.ego.de/ivd-merkblatt-01
https://www.ego.de/ivd-merkblatt-08
https://www.ego.de/ivd-merkblatt-09
https://www.ego.de/ivd-merkblatt-10
https://www.ego.de/ivd-merkblatt-19-1
https://www.ego.de/ivd-merkblatt-20
https://www.ego.de/ivd-merkblatt-22
https://www.ego.de/ivd-merkblatt-23
https://www.ego.de/ivd-merkblatt-24
https://www.ego.de/ivd-merkblatt-25
https://www.ego.de/ivd-merkblatt-27
https://www.ego.de/ivd-merkblatt-28
https://www.ego.de/ivd-merkblatt-29
https://www.ego.de/ivd-merkblatt-30
https://www.ego.de/ivd-merkblatt-31
https://www.ego.de/ivd-merkblatt-35
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NORMS AND TESTS 
BMS product verifications 

 

- LEED Building Design and Construction V4 (2015) 
- BNB BN 2015 (Quality level 5/5) 
- BREEAM International New Construction 2016 
- DGNB New Buildings 2018 (Quality level 4/4) 

 
TECHNICAL DATA  

Properties  Result In accordance with 

Material Basis SMP hybrid polymer 
one-part 

 

Density approx. 1.5 g/cm³ DIN EN ISO 1183-1  
 Application Temperature + 5 °C to + 35 °C  

Service Temperature - 30 °C to + 80 °C  

Shore A Hardness approx. 55 DIN EN ISO 868 

Movement Accommodation 20%  

Resilience approx. 80% DIN EN ISO 7389 

Module / tensile stress approx. 1,1 N/mm² DIN 53504 

Tensile strenght approx. 2,3 N/mm² DIN 53504 

Elongation at break approx. 450% DIN 53504 

Consistency non-sag DIN EN ISO 7390 

Skin Formation Time approx.15 to 20 minutes  
(at 23 °C and 50 % RH) 

 

Full Cure 2 to 3 mm/24 hours 
(at 23 °C and 50 % RH) 

Building Material Class B2, normal flammability, 
Euroclass E 

DIN 4102 
DIN EN 13501 

 

AVAILABILITY AND STORAGE 

Standard Colours White, light grey 
other colors on request 

Packaging 290 ml cartridges, 20 pcs/box  
600 ml foil bags, 20 pcs/box 

Storage original packaging is cool and dry storable (+15°C 
until -25°C, relative humidity <60%). 
Cartridges, Tubular film: 12 month.  

 

SAFETY INSTRUCTIONS  
Meets Requirements of REACH Regulation (EC) No. 1907/2006 

Not hazardous according to EC No. 1272/2008 (CLP) 

Not subject to Labelling according to EC No. 1272/2008 (CLP) 

Safety Guidelines see EC safety data sheet 

Disposal see EC safety data sheet 

 
 
 
 

Precautions see EC Security Data Sheet. The above specifications are the result of careful research and development. All previous specifications are hereby null and void. Users 
are them selves responsible for ensuring the suitability of the product for the purpose intended, liability on the part of EGO being limited to the purchase price of the material. 
EGO cannot accept liability for damage, in particular that caused by the use of the product or its unsuitability, nor can EGO accept responsibility for unauthorized 
recommendations or guarantees which deviate from or exceed the specifications given in this product data sheet. 

 


